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STAFIX®STATIC LARGE FORMAT

STAFIX®STATIC WHITE

STAFIX®STATIC is a glue-free statically charged sticker material for temporary indoor advertising. It does not stick to 
textiles  or other porous surfaces. On average, STAFIX®STATIC will adhere for three months to a surface. The less 
STAFIX®STATIC is repositioned during this time, and the smoother the surface is, the longer it will stay attached.

The film will increase its’ adhesion strength after some time but it can be easily removed at any time without leaving any residue.

For large posters or banners exceeding 1 m in length is recommended to do the installation with assistance of another person to avoid the film being 
wrinkled or catching dust and dirt from the floor. Apply the film always from the unprinted side!

Make sure the surface is clean. If needed clean the surface but do not 
use detergent or chemicals.

Peel the STAFIX®STATIC film from the backer and place it on the 
surface from the unprinted side.

Remove the air between the film and the applied surface to assure 
strong adhesion. You can use the cardboard backer for this.

Make sure the surface is clean. If needed clean the 
surface but do not use detergent or chemicals.

Peel the STAFIX®STATIC film from the backer and place 
it on the surface from the unprinted side with assistance 
of another person.

Remove the air between the film and the applied surface 
to assure strong adhesion. You can use the cardboard 
backer for this.
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STAFIX®STATIC CLEAR
If you want to display the image through a glass window from inside to the outside (Shop display) it is strongly recommended to use the transparent 
film. The film should be printed ‘mirror-wise’, so the unprinted side would be adhered to the glass. The film will stick on the inside of the window with 
visibility from the outside.

Make sure the surface is clean. If needed clean the surface but do not 
use detergent or chemicals.

Peel the STAFIX®STATIC film from the backer and place it on the glass 
from the unprinted side.

Remove the air between the film and the applied surface to assure 
strong adhesion. You can use the cardboard backer for this.
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Mirror-wise printed

Clear & white


